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DV/ANALOGUE INPUT 

16:9/4:3 

LCD panel manufacturers to ensure only the highest quality 
displays are used, and offer a guarantee against spotlight 
defects. The high quality professional TLM monitor series 

The Datavideo TLM monitor series is designed for video 

professionals that insist on superior performance.  After all, 

tools you use. 

monitoring,  in  field  operation,  video  editing,  or  the  most 

TLM monitor range offers the right tools for your job. 

TLM­70D 

bespoke carrying 
case. 

CD panel Display Ideal for 
Outdoor Use 

and Composite Video Output 

TLM­70D 

FEATURES 

TFT LCD MONITORS 

REAR VIEW

DIGITAL SOLUTIONS

Quadrant Digital Solutions, Unit 1 Hawthorn Road
Castle Donington, Derby, DE74 2QR
Sales:  0870 084 1166, Fax:  01332 817778
information@quadrantdigital.co.uk

Available from





degrees 

Composite Video  (CV), S­Video  (Y/C), SD & HD­ 

loop through output. (Model depending) 

S­Video (Y/C) and one HDMI 

Easy integration in Datavideo Mobile Video Studio, Supplied 

HD­SDI Desktop 

Desktop 

and Contrast, Colour, Brightness & Tint (Tint NTSC Only) 

Dual colour tally light indicator ideal for instudio use or as part of 
Datavideo mobile video studios 

TFT LCD MONITORS 

HIGH DEFINITION 

Desktop 

overlay 

Dual colour tally light input 

only) 

version 

FRONT VIEW  REAR VIEW



Image Correction 
Adjustable, Col­ 
ou r ,   C on t r a s t , 
Brightness & Tint 
(Tint NTSC only) 

S t anda rd 

mountable 
makes  the 
T LM ­ 7 0 0 
a   g r e a t 

mobile video studios, or any instal­ 
lation job 

certain angle, perfect 

Slim Design 

Robust  compact  and 
s l im  des ign   ensure 

installations 

Tally Indicator 

Jack con­ 
n e c t o r 
f o r   t a l l y 
make   the 
T L M ­ 7 0 2 
ideal  for  in 
studio use or as part of Datavideo 
mobile studio solutions 

Input selector 

I n pu t   and 
aspect  se­ 
lector 

Colour, Tint Adjustable (Tint NTSC only) 

VIDEO 2 IN/OUT VIDEO 2 IN/OUT 
TALLY IN TALLY IN 

TFT LCD MONITORS  TLM­702 

TLM­702 

REAR VIEW 

FEATURES



VIDEO­A IN/OUT VIDEO­B IN/OUT VIDEO­C IN/OUT  TALLY IN 

TFT LCD MONITORS 

Standard 

rack 
mountable makes the 

mobile video studios, or any 
installation job 

for in studio use or as part 
of Datavideo mobile studio 
solutions 

degree 

angle 

Strong 
locking 
pivot 
point 

Adjust­able, Colour, 
Contrast, Brightness 

Screen resolution 

FEATURES 

REAR VIEW



AUX IN 
VIDEO IN/OUT 

AUX IN 
VIDEO IN/OUT 

AUX IN 
VIDEO IN/OUT 

AUX IN 
VIDEO IN/OUT 

TALLY 

TFT LCD MONITORS  TLM­404 

TLM­404 

SPECIFICITIONS 

Brightness and Colour Saturation. 

DC converter. 

Each monitor has individual 
adjustments for contrast, brightness, 
color and tint (NTSC mode only). 

General 
System 

Display 
LCD Panels 
LCD Resolution 
LCD Backlight 

LCD Contrast Ratio 
LCD Brightness 
Brightness Adjustment 
Contrast Adjustment 
Colour Adjustment 
Tint Adjustment (NTSC) 
Video 
CV 
YUV 
S­Video 
HD­SDI 
HDMI 
VGA 
By pass CV Out 
AUX RGB 

Audio 
Unbalanced Audio Input 
Unbalanced Audio Output 
DV Audio 
Headphone 
Volume Control 
Speaker 
Features 
Overscan/Underscan 
NTSC/PAL 
Tally LED Indicator 
Tally Input 
Aspect 
Flip/Mirror effect 
Accessories 
Sun Shield 
Ball Head 

CCFL 
Top: 40 

400 
240cd/mm 
Yes 
Yes 
Yes 
­ 

0 
0 
0 
0 
0 

0 
0 

No 
No 
No 
No 
No 
No 

Yes 
AUTO 
2 Colour 

No 

No 

TLM­70D 

CCFL 
Top: 40 

Yes 
Yes 
Yes 
Yes 

0 
0 
0 
0 
0 

Stereo 
Stereo 
Yes 

Yes 
2 

No 
AUTO 

Yes 

Yes 

TLM­700 

CCFL 
Top: 40 

Yes 
Yes 
Yes 
Yes 

2 
0 
0 
0 
0 
0 
0 
0 
0 

No 
No 
No 
No 
No 
No 

No 
AUTO 
No 
No 

No 

Yes 

TLM­702 

CCFL 
Top: 40 

Yes 
Yes 
Yes 
Yes 

4 
0 
0 
0 
0 
0 
4 
0 
0 

No 
No 
No 
No 
No 
No 

No 
AUTO 
2 Colour 

No 

No 
P/N: TLM702JF 

TLM­404 

CCFL 

Yes 
Yes 
Yes 
Yes 

4 
0 
0 
0 
0 
0 
4 
4 
0 

No 
No 
No 
No 
No 
No 

No 
AUTO 

No 

No 
P/N: TLM­404JF 

CCFL 

Left: 70 
Right: 70 
700 

Yes 
Yes 
Yes 
Yes 

2 

0 
0 
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No 
No 
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2 

Yes 
AUTO 

No 

No 
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